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With With Without With Without Without With With
Roses Roses for Roses Roses Roses Roses for Roses Roses for
 Glass    Glass  Glass

PB380705 PB380706 PB380707 PB380708 PB380709 PB380710 PB380711 PB380712
PB380905 PB380906 PB380907 PB380908 PB380909 PB380910 PB380911 PB380912
PB381105 PB381106 PB381107 PB381108 PB381109 PB381110 PB381111 PB381112
PB381305 PB381306 PB381307 PB381308 PB381309 PB381310 PB381311 PB381312
PB381505 PB381506 PB381507 PB381508 PB381509 PB381510 PB381511 PB381512
PB381605 PB381606 PB381607 PB381608 PB381609 PB381610 PB381611 PB381612
PB381705 PB381706 PB381707 PB381708 PB381709 PB381710 PB381711 PB381712
PB381805 PB381806 PB381807 PB381808 PB381809 PB381810 PB381811 PB381812
PB381905 PB381906 PB381907 PB381908 PB381909 PB381910 PB381911 PB381912
PB382005 PB382006 PB382007 PB382008 PB382009 PB382010 PB382011 PB382012
PB382105 PB382106 PB382107 PB382108 PB382109 PB382110 PB382111 PB382112
PB382205 PB382206 PB382207 PB382208 PB382209 PB382210 PB382211 PB382212
PB382305 PB382306 PB382307 PB382308 PB382309 PB382310 PB382311 PB382312
PB382405 PB382406 PB382407 PB382408 PB382409 PB382410 PB382411 PB382412
PB382505 PB382506 PB382507 PB382508 PB382509 PB382510 PB382511 PB382512
PB382605 PB382606 PB382607 PB382608 PB382609 PB382610 PB382611 PB382612

Heavy Straight Pulls



Door Stop for Floor Mounting     
 14.5070.02.006 14.5075.02.009 14.5080.02.000 

d line offers a technically refined 
series of door stops comprising 
both wall and floor mounted 
models, all of which are 
manufactured with great 
emphasis on strength and 
durability.  However, these 
qualities are carefully concealed 
behind a minimal exterior.  
Since all items in d line's vast 
hardware range are designed to 
interact with one another, the 
dimensions of the door stops 
are compatible with other 
relevant product proportions.

Among the features of these 
components is a buffered door 
stop with coat hook.  Also a 
recent addition to the series is a 
particularly heavy-duty door 
stop designed to withstand the 
duress of very heavy doors as 
well as abuse from mechanical 
sweepers or similar cleaning 
machines.

Door Stops
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Door Stop for Wall Mounting
 14.5050.02.009 14.5055.02.001 14.5060.02.002 14.5065.02.005

Door Stops 58



 Ø80mm
 X = 15
Duct Pull Handles, Spindle Required 
 14.3910.02.001

 Ø50mm Ø80mm Ø115mm 50 x 102mm 58 x 175mm 
 X = 15 X = 17 X = 20 X = 15 X = 20 
Flush Pull Handles
 14.3900.02.051 14.3900.02.077 14.3900.02.115 14.3950.02.105 14.3950.02.164 
      

The series comprises six types 
of recessed handles for sliding 
doors.  In addition to the 
circular and oval flush pulls, 
d line offers five different 
handles mounted on backplates 
of varying sizes.  In addition a 
flush duct pull with an 8 x 8mm 
follower for operation of a lock 
case is available. 

c/w fixings

Pulls and Flush Pulls, 
Miscellaneous

 X
28 3
50

17
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175 x 175mm
X = 20  

14.3970.02.111

 25 x 50mm 14 x 125mm 14 x 125mm 19 x 125mm 19 x 125mm
 50 x 85mm 60 x 175mm 175 x 175mm 60 x 175mm 175 x 175mm
Pull Plates
  14.4011.02.125 14.4013.02.124 14.4211.01.121 14.4213.02.121

      
    60 x 210mm  175 x 175mm
Push Plates 
    14.3701.02.008 14.3776.02.006

Pulls and Flush Pulls, Miscellaneous 60
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Curves of Simplicity

Resulting from a synthesis of Knud Holscher’s 
well-disciplined pencil and d line’s unique 
methods of metal bending, the furniture 
handles benefit from a slender appearance 
and smoothly interacts with all other d line 
products. 

On the drawing board a prevalent concern 
was that of user-friendliness.  Thus, the 
rounded shapes of these handles not only 
give a pleasant feel, but also exude an 
element of safety, important not least in 
environments for children or elderly people.  
d line’s characteristically curved lines 
provide the furniture handles with a subtle 
simplicity, aesthetically supported by the 
absence of visible welds.  All fixings are 
concealed and mounting is simple.
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An increasingly important 
accessory d line drawer pulls 
and cabinet door handles, seven 
designs in total, began to 
dominate this particular 
category of the ironmongery 
market immediately after their 
release.  The reason being their 
pleasant feel and appearance as 
well as concealed fixings which 
focus the eye of the user on the 
overall design. 

Cabinet knobs and furniture 
pulls integrate well with other 
d line products and remain true 
to Knud Holscher's philosophy 
of simple uniformity.

M5 Screws for Mounting (Sold Individually)
 20mm  14.4900.92.201
 25mm  14.4900.92.251
 30mm  14.4900.92.308
 35mm  14.4900.92.359

Cabinet Knobs and 
Furniture Pulls

 Bush M5 Tread
 14.5600.02.000 14.5600.02.107 14.5610.02.101 14.3816.02.011 



Cabinet Knobs and Furniture Pulls 64
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14.3822.02.024 14.3842.02.030 14.3832.02.028 14.3852.02.025 14.3852.02.041
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   Ø10 x 96mm Ø10 x 128mm Ø10 x 224mm 
 14.3812.02.098 14.3812.02.136 14.3812.02.225 

Designed in accordance with the 
principles used on lever L, 
d line furniture handles are in 
essence the epitome of furniture 
accessories and benefit from a 
simple, slender appearance. 
Technically, the challenge they 
posed to d line and 
Knud Holscher lay in obtaining a 
constant bend with a small 
radius. 

All fixing dimensions are closely 
aligned with the relevant 
standards of the furniture 
industry and reflect a consistent 
aesthetic with other d line 
products.

Cabinet Handles

 Screws for Mounting (Sold Individually)
 20mm  14.4900.92.201
 25mm  14.4900.92.251
 30mm  14.4900.92.308
 35mm  14.4900.92.359



Cabinet Handles 66

Ø10 x 320mm Ø10 x 416mm Ø10 x 512mm
14.3812.02.322 14.3812.02.411 14.3812.02.519



Project: Jubilee Waterside Centre, Kings Cross, London, United Kingdom
Architect: Theis and Khan
Credits: Helene Binet
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Butterfly Hinges
102 x 89mm Rounded 14.5003.02.000
 Square 14.5003.02.001 

Surface Indicators
Doors commonly used for WC 
cubicles are often too thin to 
contain a lock case.  Here, a 
surface mounted solution is 
available.  In the traditional 
d line design, two types of bolts 
are included, a dead bolt and a 
hook bolt.  Both contain a 
discreet red-white external 
indicator.  Fixings for glass 
doors, hinged doors, and sliding 
doors are available.  The dead 
lock allows for mounting on all 
types of doors, whereas the 
hook lock is reserved for sliding 
doors.  A bolt with an easy-to 
operate turn has been specially 
developed for the less able.

Hinges and Bell Pushes
The visual impression of d line 
is completed with the inclusion 
of hinges and once again 
maintaining a constant aesthetic 
another tactile accessory is the 
bell push.  Throughout, d line 
adheres to a design concept 
consistently unifying all details. 

Indicators, Hinges and Bell 
Pushes

Standard Specification:
Door thickness 10-34mm
Door bolt, WC turn 34-48mm
Conforms to EN 1935
For different door thicknesses please specify

22
45

10
2

67

22
45

9660

Lift-off Hinges, 96 x 89mm
Right 14.5005.02.208
Left 14.5005.02.500



           WC Surface Indicator   WC Surface Hook Lock   
         14.3476.02.028     Right   14.3479.02.021 
                Left    14.3479.02.030

Bell Pushes 
 Ø50mm 30 x 65mm
 14.5016.02.001 14.5021.02.002

Indicators, Hinges and Bell Pushes
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Brushed SS 211 x 58mm  Frosted Folio 211 x 58mm  Blasted SS 211 x 28mm   Folio 103.5 x 28mm   Brushed SS 211 x 28mm   
                Folio 211 x 28mm           Folio 211 x 28mm      
                                        
14.3797.02.404     14.3797.02.397     14.3797.02.391     14.3797.02.398    14.3797.02.385      

Door Signs

Modern buildings and 
environments demand new 
signage solutions as working 
practices evolve.  The d line Sign 
Selection allows for a 
combination of simplicity yet 
high flexibility and aesthetic 
quality, main points that makes 
up a unique doorsign.

Panels, 4mm thick cut to 
modular sizes to 0.1mm 
tolerance

Brushed, 316 stainless steel, 
coarse grit with high polish 
fractal finish

Folio, 5% green ICI Perspex, 
316 stainless steel holder, 
0.2mm radius bends

Frosted, as folio but with 
Perspex glass bead blasted to 
fine pumice effect, special 
reflectant coating

Blasted, 316 stainless steel, 
glass bead blasted to fine 
pumice sparkle effect

The stainless steel cut 
letter series comes in a 
variety of heights and 
thickness.  All are 
characterized by precision 
and minimalism.

Lower-case Letters
 4.0 x   75mm 14.3799.02.1xx
10.0  x 150mm  14.3799.02.2xx

Capital Letters
 4.0 x   75mm 14.3799.02.3xx
10.0  x 150mm  14.3799.02.4xx

Numbers
 4.0  x   75mm 14.3798.02.1xx
10.0  x 150mm  14.3798.02.2xx

1  2  3  4  5  6  7  8  9  0

a  b  c  d  e  f  g  h  i  j  k  l

A  B  C  D  E  F  G  H  I  J  K 

1  2  3  4  5  6  7  8  9  0

a  b  c a  b  c  d  e  f  g  h  i  j  k

A  B  C  D  E  F  G  H  I  J 

1  2  3  4  5  6  7  8  9  0

a  b  c  d  e  f  g  h  i  j  k  l

A  B  C  D  E  F  G  H  I  J  K 

1  2  3  4  5  6  7  8  9  0

a  b  c  d  e  f  g  h  i  j  k

A  B  C A  B  C  D  E  F  G  H  I  J 

1  2  3  4  5  6  7  8  9  0

a  b  c  d  e  f  g  h  i  j  k  l

A  B  C  D  E  F  G  H  I  J  K 

1  2  3  1  2  3  4  5  6  7  8  9  0

a  b  c  d  e  f  g  h  i  j  k

A  B  C  D  E  F  G  H  I  J 

1  2  3  4  5  6  7  8  9  0

a  b  ca  b  c  d  e  f  g  h  i  j  k  l

A  B  C  D  E  F  G  H  I  J  K 

1  2  3  4  5  6  7  8  9  0

a  b  c  d  e  f  g  h  i  j  k

A  B  C  D  E  F  G  H  I  J 

1  2  3  4  5  6  7  8  9  0

a  b  c  d  e  f  g  h  i  j  k  l

A  B  CA  B  C  D  E  F  G  H  I  J  K 

1  2  3  4  5  6  7  8  9  0

a  b  c  d  e  f  g  h  i  j  k

A  B  C  D  E  F  G  H  I  J 

1  2  3 1  2  3  4  5  6  7  8  9  0

a  b  c  d  e  f  g  h  i  j  k  l

A  B  C  D  E  F  G  H  I  J  K 

1  2  3  4  5  6  7  8  9  0

a  b  c  d  e  f  g  h  i  j  k

A  B  C  D  E  F  G  H  I  J 



  Brushed SS 211 x 58mm   Brushed SS 103.5 x 58mm     Brushed SS 211 x 58mm    Blasted SS 211 x 28mm   
  Folio 211 x 28mm     Folio 103.5 x 28mm       Folio 211 x 28mm      Folio 211 x 28mm
                      Slider 211 x 28mm      Slider 211 x 28mm
  14.3797.02.386      14.3797.02.399        14.3797.02.387       14.3797.02.392   

Sign Selection Door Signs 72

Frosted acrylic disc, Ø76mm 14.3797.02.xxx
Frosted acrylic square disc, 86 x 86mm  14.3797.02.xxx

Stainless steel disc, Ø76mm 14.3797.02.xxx
Stainless steel square disc, 86 x 86mm 14.3797.02.xxx

Stainless steel disc, Ø76/86mm 14.3797.02.xxx
Stainless steel disc, screw fixed, Ø76/86mm  14.3797.02.xxx

xxx = state required pictogram  
Male, Female, Unisex and Disabled Fixing

Further the unique fixing system
allows for flexibility – ability to
shorten or extend the sign.
Wall rail and male jigsaw are
fixed to the wall; the female
jigsaw (bonded to the panel) 
then slides into the male jigsaw 
to put the panel in place.  The
locking rod is pushed through
the centre of the wall rail and
jigsaws to secure the panels if
additional security is required.



Project:  Royal Danish Embassy, Berlin, Germany
Architect:  3XNielsen A/S
Credits:  Finn Christoffersen
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Consistency is paramount to 
d line.  The design of the 
window levers therefore mirror 
that of door levers, allowing 
coherence which is so important 
to architects striving for visual 
continuity in a given 
environment.  
d line window handles comprise 
regular window levers for 
espagnolettes to tilt and turn 
gearing mechanisms.

Window Levers

Straight Window Lever without Spindle (8 x 8mm)
Rose 22 x 65mm 14.5412.02.000 14.5414.02.000 14.5409.02.000 14.5408.02.000 14.5440.02.000 14.5407.02.000
 

Standard Specification:
Spindle length for tilt-turn 33mm

Tilt-turn with Square Spindle (8 x 8mm)
Rose 30 x 65mm 14.5420.02.035 14.5425.02.038 14.5422.02.038 14.5421.02.038  14.5423.02.038



Window Levers
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Cranked Espagnolette Bolt Handle wo/Spindle (7 x 7mm)
Rose 22 x 65mm Right 14.5418.02.020
Rose 22 x 65mm Left 14.5418.02.050

Reduction Bush
  14.5452.92.078
      
Spindles  40mm 45mm 50mm 55mm 65mm 75mm
7 x 7mm   14.5454.92.459 14.5454.92.505 14.5454.92.556 14.5454.92.653 14.5454.92.751
8 x 8mm  14.5456.92.407 14.5456.92.458 14.5456.92.504 14.5456.92.555 14.5456.92.652 14.5456.92.750



As with the rest of the d line range, 
the door closers are conceived as 
part of a design totality.  The 
curved door closer casings reflect 
the contours of the door levers to 
continue the harmonious aesthetic.

This is achieved by ‘closing’ the 
casings with fully radiused 
terminations, which, along with 
sharp bends and clean lines, 
results in an attractive yet 
understated visual impression that 
compliments rather than detracts 
from the overall aesthetic.

By virtue of its extensive product 
range, d line is able to offer 
solutions to technically demanding 
problems. 
For example, electronic access 
control systems, which can 
accommodate the needs of even 
the largest projects, can be 
delivered with plans and 
technologically adapted solutions.

Each and every lock benefits from 
the d line cylinder series, which 
offers high quality and flexibility 
from standard to high-security 
applications.

An equally superior quality in use 
characterises the lock cases and 
panic exit devices from d line, 
which can also be found on the 
following pages.

Door Controls
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    Door Size  Door Size 
 EN Size Face Fix Bracket Soffit Bracket Max. Width Max. Weight
Door Closers with Arm
Back check function, hydraulic latch action, speed control 2-5 14.5302.02.000  14.5302.02.001 1100  100 
Back check function, hydraulic latch action,  2-5 14.5302.02.020 14.5302.02.021 1100  100 
Delayed closure, speed control
Soffit bracket for parallel mounting, fig 6   14.5373.02.049   
      
      

The d line overhead door 
closers with standard projecting 
armset follow the design 
guidelines of the entire range. 
The full radiused cover is 
instantly recognisable as a 
d line design classic.  The 
'engine' utilises well-proven 
hydraulic technology within a 
slim housing, yet it is powerful 
and robust.  The result is an 
unbeatable door closer.

Door Closers and Floor 
Springs

Standard Specification:
Conform to EN1154/EN1634



      
 EN Size Single Action Single Action Double Action  Door Size 
Floor Springs, c/w Acc.  Right Left   Max. Width
Back check function, speed control 2 14.5310.02.012 14.5310.02.022 14.5310.02.002   700
Back check function, speed control 3 14.5310.02.013 14.5310.02.023 14.5310.02.003   900
Back check function, speed control 4 14.5310.02.014 14.5310.02.024 14.5310.02.004   1100
Back check function, speed control, HO 2 14.5310.02.042 14.5310.02.052 14.5310.02.032
Back check function, speed control, HO 3 14.5310.02.043 14.5310.02.053 14.5310.02.033
Back check function, speed control, HO 4 14.5310.02.044 14.5310.02.054 14.5310.02.034
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Door Closers and Floor Springs

d line floor springs consist of a 
selection of high performance 
units.  Top centre and strap 
shoes can be used for both 
single and double action door 
closers providing for high 
flexibility.  Supplied complete 
with all components for fitting 
as a kit.



 EN Size Pull and Push Side  Door Size Door Size
    Max. Width Max. Weight
Single Leaf
Back check function, latch action, hold open device 2-5 14.5306.02.000  1100 100

d line offers a slide arm channel 
option for doors where 
projecting arm closers are not 
suitable or acceptable.  In 
addition there is an intelligently 
engineered and specially 
integrated closer system 
available for pairs of rebated 
doors.  In the channel operated 
closer option, minimalism is yet 
again achieved and easily 
integrates with the design 
qualities of other d line 
products. 

Door Closers, Slide Arm Channel

Standard Specification:
Conform to EN1154/EN1634

442

21

341

69



   EN Size Pull Side Push Side Door Size Door Size 
      Max. Width Max. Weight
Double Leaf, Integrated Door Selector
Back check, delayed closure, latch action, 2-5 14.5393.02.030  1350-2500 120
speed closure
Back check, delayed closure, latch action,  2-5 14.5393.02.035  1350-2500 120
speed closure 1 magnet hold open
Back check, delayed closure, latch action,  2-5 14.5393.02.040  1350-2500 120
speed closure 2 magnet hold open      

Door Closers, Slide Arm Channel 82
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  Fixed Measure  
  Cuttable cross bar to match: 900mm 

Single panic latch Wood/metal 14.5120.02.900  
 glass x  

Single panic bolt Wood/metal 14.5122.02.925  
 glass x  
 
External access attachment Wood/metal 14.5103.02.002  
 glass x  

Single panic latch for mortice lock Wood/metal 14.5125.02.900  

The design homogeneity of the 
d line Total Solution also 
includes panic exit devices. 
Although an item of 
standardised appearance, Knud 
Holscher has managed to place 
his distinctive d line 'mark' upon 
it.  One reason being that the 
covers on the panic exit devices 
are drawn from the same model 
as the door closers; i.e. both 
have tight bends.  In this way, a 
visually appealing sense of 
coherence and continuity is 
maintained.  d line’s design 
idiom emerges intact.

x = available to special order

Panic Exit Devices
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Standard Specification:
Conform to EN1125



  Variable Measure
  Cuttable cross bar to match: max. 900mm

  x
  x

  x
  x

  x
  x

  x  

Panic Exit Devices

m
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d line lock cases are 
manufactured to operate 
smoothly with d line levers.  The 
lock cases use exceptionally 
strong return springs and 
stainless steel forends and 
strikes.  In addition to their 
anti-corrosive properties the 
forends and strike plates 
require little maintenance. 
 
Thus it is the superior quality of 
the materials, coupled with 
innovative engineering and high 
manufacturing standards that 
make the d line range of 
ironmongery durable and 
reliable.

Lock Cases

Standard Specification:
Conform to DIN 18251/EN12209
Complete with striking plate, screws and 
template

    
  
   
   
'Heavy duty' Radiused forend Backset 55 
  Backset 60 
 Square forend Backset 55 
  Backset 60 
'Extra heavy duty' Radiused forend Backset 55 
  Backset 60 
 Square forend Backset 55 
  Backset 60 

Reversible 
Sash Lock Bathroom Lock Bathroom  Latch Lock Dead Lock
  Dead Lock
 
 
14.9011.02.600 14.9013.02.600  14.9015.02.600 14.9017.02.600

14.9010.02.600 14.9012.02.600 14.9018.02.600 14.9014.02.600 14.9016.02.600
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Handed RH        

Sash Lock  WC Lock  Bathroom Lock  Dead Lock 
Right Left Right Left Right Left Right Left 

14.9000.02.559 14.9000.02.558 14.9002.02.559 14.9002.02.558 14.9004.02.559 14.9004.02.558 14.9006.02.559 14.9006.02.558
       
14.9001.02.559 14.9001.02.558 14.9003.02.558 14.9003.02.558 14.9005.02.559 14.9005.02.558 14.9007.02.559 14.9007.02.558
    
14.9030.02.559 14.9030.02.558 14.9032.02.559 14.9032.02.558 14.9034.02.559 14.9034.02.558 14.9036.02.559 14.9036.02.558
14.9030.02.609 14.9030.02.608 14.9032.02.609 14.9032.02.608 14.9034.02.609 14.9034.02.608 14.9036.02.609 14.9036.02.608 

14.9031.02.559 14.9031.02.558 14.9033.02.559 14.9033.02.558 14.9035.02.559 14.9035.02.558 14.9037.02.559 14.9037.02.558 
14.9031.02.609 14.9031.02.608 14.9033.02.609 14.9033.02.608 14.9035.02.609 14.9035.02.608 14.9037.02.609 14.9037.02.608

har flyttet stregerne 

istedet for linjerne

- er det ok?
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   With Auxiliary Latch 
 Right Left Right Left 
Night Latch RH/LH
Rounded forend, backset 60mm 14.9038.02.609 14.9038.02.608 14.9042.02.609 14.9042.02.608 
Square forend, backset 60mm 14.9039.02.609 14.9039.02.608 14.9043.02.609 14.9043.02.608 

Supplementing the range of lock 
cases for standard timber doors, 
d line offers a complete range of 
special locks 
manufactured to meet special 
demands.  Especially developed 
for narrow doors and fire doors, 
these lock cases live up to the 
high standards set by d line 
where durability, strength, and 
functional reliability are 
concerned.

The d line range of cylinders, 
supplementary to the standard 
line of products are 
manufactured by EVVA, the 
international market leader. 
Manufacture is to high technical 
standards and European norms.

Standard Specification:
Patented
Conform to DIN 18251/18250/EN1303

 Right Left
Panic Lock RH/LH
Rounded forend, backset 65mm 14.9050.02.659 14.9050.02.658
Square forend, backset 65mm 14.9051.02.658 14.9051.02.658

 Entrance Lock Latch Lock Dead Bolt Lock Roller Bolt Lock Hook Lock
Narrow Style Sash Lock RH/LH
Square forend, backset 30mm 14.9061.02.300 14.9065.02.300 14.9067.02.300 14.9069.02.300 14.9063.02.300
Strike plate 14.9090.02.501 14.9090.02.210 14.9090.02.111 14.9090.02.401 14.9090.02.900



Locks and Cylinders 88

 Single Double Twin Cylinder with Turn
Cylinders
Please specify lenght of cylinder 14.DPS0.00. 14.DPS0.20. 14.DPS0.40. 
Regarding locking systems please ask     
your local d line contact 

d line has a special department 
for in-house production of lock 
cylinders and keys.

The design and manufacture of 
lock systems requires a detailed 
knowledge of the elements 
involved and the proper principles 
for safeguarding valuables.

With its wide range of cylinders, 
d line sets a new standard in the 
field of lock systems. 

With the advent of d line's 
in-house lock production, it was 
pertinent to concurrently 
establish a special department 
of experts in co-operation with 
regional d line consultants that 
now guarantee a consistently 
competent advisory capacity for 
contractors, architects and other 
relevant parties.

d line offers MK (Master Key), 
GMK (Grand Master Key) and 

GGMK (Great Grand Master 
Key) lock systems, as well as the 
delivery of d line cylinders in KA 
(Key Alike) and KD (Key Differ).

Dependent upon the required 
level of security, d line offers a 
variety of system types:

DPS - Double Profile System
DPS-V - Double Profile System 
Vario   
3KS-V - 3 Curve System
3KS-V - 3 Curve System Vario
MCS - Magnetic Code System

As well, all of the above-mentioned 
systems are available with euro 
motor cylinders.

d line guarantees that all 
information pertaining to either 
a planned or ongoing building 
project will remain completely 
inaccessible to unauthorized 
persons.  As we base our 
integrity as independent 

advisors and suppliers on the 
trust of our partners, mutual 
discretion is a prerequisite for 
all of our services.

d line cylinders offer a variety of 
advantages:

Patented and EN1303-certified 
lock systems (DPS, 3KS and 
MCS systems)
Quick delivery
Technologically adapted 
solutions 
User-friendliness
Well-planned delivery of system 
components
Clear and concise mounting 
instructions



Documentation photos in 
Hardware from following locations:

Rockwool  Café Sommersko 
Energie  Esprit  
French Connection GUBI  
Mads Nørgaard Peak Performance



Hardware
Bathroom
Washroom
Handrail
Signs

Project: Swiss Re
Architect: Forster & Partners
Credits: View/Nick Guttridge
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Subject to changes Satin and bead blasted stainless steel (AISI 316 WST 1.4435)
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